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Techly I-CASE EL-1006B32 6U 500 mm x
320 mm wall-mount 19-inch rack cabinet,
glass door, black

6U 19-inch wall-mount cabinet, 500 x 320 x 350 mm, 50 kg load

SKU I-CASE EL-1006B32 6U Techly

MANUFACTURER

Techly

PRICE
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01 Product overview

The Techly I-CASE EL-1006B32 is a 6U 19-inch wall-mount cabinet

from the I-CASE range, measuring 350 mm high, 500 mm wide and 320 KEY SPECIFICATIONS
mm deep, in black. It is aimed at offices, small network rooms and Manufacturer Techly
technical spaces that need a compact, lockable enclosure for switches, Model I-CASE EL-1006B32
patch panels and small network equipment. Series I-CASE Eco wall cabinet
Access is through a glass front door that can be reversed and opens up Rack type Wall-mount cabinet
to 180°, secured by a key lock. The side panels are fixed. The rear is - ez o L 6U
op'en for d|re?t wall mounting. The 19-inch mounting profiles are depth- e 19-inch
adjustable, with up to 230 mm of usable depth.

External dimensions (H 350 x 500 x 320 mm
Active ventilation is provided (120 mm). The enclosure is rated IP20. x W x D)
Techly specifies a maximum load of 50 kg. It is delivered pre-assembled. Usable depth 230 mm
A grounding kit is included. Weight 11.739 kg

Front mounting profiles Adjustable
HIGHLIGHTS Front door Glass front door,
® 6U 19-inch wall-mount cabinet, 500 x 320 x 350 mm reversible, opening 180°
® Glass front door, reversible, lockable Rear Open (wall side)

® |P20 protection
® Maximum load 50 kg

BTso(,
8
0z Full specifications
GENERAL
Manufacturer Techly
Model I-CASE EL-1006B32
Series I-CASE Eco wall cabinet
Rack type Wall-mount cabinet
DIMENSIONS
Height in U 6U
Rack standard 19-inch
External dimensions (H x W x D) 350 x 500 x 320 mm
Usable depth 230 mm
Weight 11.739 kg

MOUNTING

Front mounting profiles Adjustable
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DOORS & PANELS
Front door

Rear

Side panels

Lock

LOAD

Glass front door, reversible, opening 180°

Open (wall side)
Fixed

Key lock

Static load

50 kg

COOLING
Cooling

Fan diameter

CONSTRUCTION

Active
120 mm

Colour
Grounding kit

Assembly

Black
Included

Pre-assembled

COMPLIANCE

IP rating

1P20

WARRANTY

Warranty

15-year

Engineered, delivered & supported by Serverinvest

Engineering & sizing
Selected and sized against
your real IT load, room and
redundancy targets.
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Installation

Delivery, installation and
commissioning by our

engineers across Europe.

CIsCO

Certified processes

ISO 9001, ISO 14001 and
ISO 27001 certified project
delivery.

by tp-link

Service & support

Maintenance, spare parts
and support from a single
partner.

Interested in this solution?

Request a quotation online or talk to a solutions engineer — we reply within one business day.

office@serverinvest.com
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